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描述

斯丹麦德电子推出了全新的MHV系列微型高压干簧继电
器。 该表面贴装（SMD）系列尺寸仅为L17.2mm x 
W10.5mm x H8.5mm。 MHV是高压继电器中尺寸最小的产
品系列。

此类干簧继电器用于切换系统电压等级，最高可达
1kVDC，并能承受最低3kVDC的击穿电压，同时确保低泄漏
电流。 MHV尺寸设计紧凑，电气及热性能优越。

MHV的高功耗以及其高电压，低泄漏电流和高隔离特性使
该系列成为任何包含电池管理系统的设备的理想选择。 
MHV继电器特别适用于频繁监控低压和高压电路之间的隔
离测量的应用。典型应用包括电动汽车，光伏系统，测试
和测量以及医疗设备。

特点

• 最小的高压继电器-最高1,000 VDC切换电压
• 断开开关两端的击穿电压3 kVDC
• 5 kV介电强度线圈/触点
• 有效功耗
• 符合爬电距离和电气间隙距离符合IEC 

60664-1，IEC 60255-27和ISO 6469-3的要求
• 设计符合AEC-Q200，UL认证
• 符合RoHS & REACH

微型高压  1kVDC 干簧继电器
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OPERATING CHARACTERISTICS

Coil Voltage: 5 VDC
Coil Resistance Typ.: 140 Ω
Contact Form: 1A
Rated Power Max.: 180mW
Switching Voltage Max.: 1kVDC
Breakdown Voltage Min.: 3kVDC

MINIATURE HIGH VOLTAGE 1kVDC
REED RELAYS

MHV SERIES

DIMENSIONS MM [INCH] Tolerances acc. to DIN ISO 2768-m ISOMETRIC 
Scale 1:1

RECOMMENDED PAD LAYOUT     (Top View) SCHEMATIC

Please note: All technical specifications on 
this flyer refer to the standard product range. 
Modifications in the sense of technical progress 
are reserved. For general information only. For 
more specific information, please consult the 
product datasheet, available upon request. 
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MARKING      Acc. to EN60062/Factory code

StandexMeder
MHV05-1A

YYWW/P

Switching Current Max. : 0.7A
Carry Current (100% Duty Cycle) Max.: 1.25A
Insulation Resistance Min.: 10^11 Ω
Dielectric Strength (Coil to Contact): 5kVDC
Operating Temperature Max.: -40 to 105°C
Storage Temperature Max.: -40 to 125°C




